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| 316 Stainless Steel
| Test Pressure:Shell-450 PSI| Seat-315
PSI
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- . . " : 10K_| 150 | 10K | 150 | 10K | 150 | 10K | 150
1722 |15 108 | 168 | 140 | 95 | 89 | 70 | 60.5] 51 | 35 | 12 | 11.1
34" | 20 17 | 168 | 140 | 100 | 98 | 75 | 70 | 56 | 43 | 14 | 11.1
1" 25 127 | 173 | 140 | 125 | 108 | 90 [ 79.5 | 67 | 51 | 14 | 11.1
/4" | 32 140 | 190 | 160 | 135 | 117 | 100 | 89 | 76 | 64 | 16 | 12.7
11/2° |40 165 | 200 | 160 | 140 | 127 | 105 | 98.5| 81 | 73 | 16 | 14.3
2 50 203 | 230 | 200 | 155 | 152 | 120 [120.5] 96 | 92 | 16 | 15.9
21/2° |65 216 | 135 | 175 | 178 | 140 [139.5] 120 | 105 | 18 [17.5] 17.5
3 80 241 | 147 | 185 | 190 | 150 [152.5] 130 | 126 | 127 | 18 | 19.1
" 100 | 202 | 169 | 210 | 220 | 175 [190.5] 155 | 151 | 157 | 18 | 23.9
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